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DRAIN TESTING PLUGS SPECIFICATIONS 
BONDES POUR TESTS DE CANALISATION; ABFLUSSROHRTESTSTOPFEN 

 
SMALL BORE NYLON DRAIN TESTING PLUGS : 

Diameter Maximum allowable back pressure Product 
Code inch range mm psi bar 
1370B ½” 13 – 17 100.0 7.0 
1371E ¾” 19 – 26 95.5 6.5 
1372H 1” 25 – 32 80.0 5.5 
1373K 1¼” 30 – 43 70.5 4.8 
1374N 1½” 37 – 45 60.0 4.0 

 
NYLON PLATES, NYLON STEM DRAIN TESTING PLUGS : 

Diameter Maximum allowable back 
pressure 

Product 
Code 

inch range mm psi bar 

Outlet 
BSP inch 

1375Q 1½” 37 – 45 44.0 2.99 ½” 
1376T 2” 48 – 62 37.0 2.50 ½” 
1380F 2½” 62 – 70 34.5 2.34 ½” 
1377W 3” 71 – 87 33.0 2.24 ½” 
1378Z 4” 92 – 107 29.0 1.97 ½” 
1379C 6” 140 – 165 24.0 1.62 ½” 

 
STEEL PLATES, STEEL STEM DRAIN TESTING PLUGS : 

Diameter Maximum allowable back 
pressure 

Product 
Code 

inch range mm psi bar 

Outlet 
BSP 

916H 4” 94 – 110 10 0.68 ½” 
917K 6” 141 – 165 10 0.68 ½” 

 
ALUMINIUM PLATES, STEEL STEM DRAIN TESTING PLUGS : 

Diameter Maximum allowable back 
pressure 

Product 
Code 

inch range mm psi bar 

Outlet 
BSP 

186K 2” 48 – 62 30 2.00 ½” 
188Q 2½” 60 – 78 30 2.00 ½” 
187N 3 70 – 89 20 1.35 ½” 
206A 3½” 80 – 107 15 1.00 ½” 
189T 4” 94 – 113 10 0.68 ½” 
207D 4½” 106 – 123 10 0.68 ½” 
1278V 5” 122 – 142 10 0.68 ½” 
191A 6” 147 – 170 10 0.68 ½” 
193G 8” 187 – 219 7 0.47 1” 
194J 9” 219 – 245 7 0.47 1” 
195M 10” 238 – 272  7 0.47 1” 
196P 12” 296 - 327 7 0.47 1” 
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CHEMICAL RESISTANCE ON RUBBERS FOR DRAIN PLUGS 
 
Water resistance Excellent 
Electrical strength Excellent 
Acid strength Good 
Benzene strength Unsatisfactory 
Acetone strength Good 
Alcohol strength Good 
Fuel strength Unsatisfactory 
Oil strength Unsatisfactory 
Ozone and weathering Excellent 
Oxidation Excellent 
Blow temperature resistance -40ºC 
Heat resistance 110ºC continuous 
Intermittence 135º 
 
 


