
 
 

 

PRODUCT INSTRUCTIONS 
 

Product Code : 295Q Description : Monument Tracpipe® Cutter 15-32mm 
Product Code : 313A Description : Monument Tracpipe® Cutter 15-32mm complete with 2 

spare wheels, parallel pin punch and plastic box. 
 
Designed to cut the following TracPipe® by Omegaflex® : 
 
GAS  FGP-SS4-32 - DN32 - BS7838 (1996) 
GAS  FGP-SS4-28 - DN28 - BS7838 (1996) 
GAS  FGP-SS4-22 - DN22 - BS7838 (1996) 
GAS  FGP-SS4-15 - DN15 - BS7838 (1996) 
 
CAUTION IS REQUIRED AT ALL TIMES WHILST HANDLING THIS TYPE OF 

PIPE DUE TO THE RAZOR-LIKE EDGES (CUT OR UNCUT). 
 
 
• Cut back sufficient yellow sheathing to expose the corrugations. 
• Align the cutter wheel in the groove of a corrugation, a minimum of two 
corrugations from the end. 
• Adjust the cutter wheel to pipe surface with a light pressure. 
• Increment the cutter wheel by ¼ turn of the knob. 
• Rotate the pipe cutter 2-3 times. 
• Increment the cutter by ¼ turn of the knob. 
• Rotate the pipe cutter 2-3 times. 
• Stop rotating when a small "crack" is heard when the cutter first breaks through 
the pipe. 
• Increment the cutter by ½ turn of the knob. 
• Rotate the pipe cutter again positively and the cut should be complete in a 
further 1-2 rotations. 
• Occasionally there may be the offcut is still attached by a small piece of tube 
wall; in this instance remove the pipe cutter and by rocking the off cut from side to 
side. It should be possible to snap off the offcut leaving a straight / smooth pipe 
end 
• Follow the pipe manufacturer’s instructions at all times. 
 
Spare Wheel : 
Fits Monument 2A Tracpipe® Cutter. 
Product Code : 311U Description : Monument Tracpipe® Cutter 
 
 
 
 
 
 
To cut the following 40mm and 50mm Tracpipe® 
 
GAS  FGP-SS4-50 - DN50 - BS7838 (1996) 
GAS  FGP-SS4-40 - DN40 - BS7838 (1996) 
 
Use Monument Tracpipe® Cutter 40mm-50mm product Code : 297W,  Spare Wheel Order Code for 297W is 312X. 
 


